'13 ﬁ%g&iﬁ: WE %% 5 /Certificate No.
CHINA CLASSIFICATION SOCIETY FS25PTB00003

AN W E P
CERTIFICATE OF TYPE APPROVAL
ZZMEWIASIE P PR )3 ) B A AL SRR (0 ZE SR A P ASUE 5 i 8107 f (R RE I MR A o

Thisisto certify that the manufacturer stated in the certificate meets the requirements of the standards listed below and is available
with the ability and conditions to produce the products described in the certificate.

&) /M anufacturer
Hy-lok Corporation
Hishik/Address
97, Noksansandan 27-ro, Gangseo-gu, Busan, Korea
P HBRIProduct

BRI . £
Ball Valve, Needle Valve

Ffbhiks:E/Notations
JG/Nil.
N brifi/Approval Standard

L P EAEG CRBUEAARIE) B3R E
Chapter 2, Part Three of China Classification Society Rules for Classification of Sea-Going Steel Ships

HT/Intended for

[ FRAATHEMG/ International sea—going ship
PR S PR % % /Restriction for application of product: W.#%7¥/See Remarks

yrWI4/Pr oduct Description

&Il 1/ Valve (M0001)
HFr/Name JEt: (i) /value BALT/Unit
PR & R /Product Name K [Ball Valve
M5 /Type Hy-Lok 115 Series
%1t & J1/Design Pressure < 500 bar
AFREA % /Nominal Diameter 6~42 mm
& FHIR)JE /Applicable Temperature 447 | See Remarks T
Stainless Steel
Carbon Steel

isGertificteisvalid until 20304203 08 H/ Mar. 08,2030

sl HEA 20254E04 H 28 H
Date Apr. 28,2025

AL AVARYE P B A TR B e FAE TS DUy Ak, 2RI o ARBTHIE T3 RF SO AR AL i 557 A2, L TAE T
SRR TTNAR, AUEAS LM IC R AL AL ANAS NITAS S SR BT IR AL I 2 WA o A5 TR T RAIE TS I 3 S A B I
AR R . ACHE-R U ATEDI AR, 3 CIEM ) Rl A .

This Certificate is issued pursuant to the Rules of the Society and related regulation. All pages of the certificate are taken as a whole and are used simultaneously. No paper
certificate page is valid without bearing the stamp of the Society, no electronic certificates is valid without the digital signature, and no copied form of the certificate is regarded as
valid. Any part of the certificate is not to be extracted or 'nbndged by any umt or 1nd1v1dual in .my form. Related pames who are doubted about the authenucnty of the cemﬁcate
may inquire of the Society or its offices. FO a

Form No: TO1. R 7:71\/Contact Us, }u/1\ﬁ: = 7:7]—JJE/See nfﬁmal web site of the Somety (http //www ccs. org cn) UTN: POZS 1691 9225
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IE 4% 5 /Certificate No. FS25PT B00003

Air or other Gases
& A i /Applicable Medium Water
0il
)"/ Valve (M0002)
$Fr/IName J&YE ({&) /value PAfT/Unit
P4 R /Product Name 1% |Needle Valve
5 /Type Hy-Lok NV Series
%1t & /1/Design Pressure < 340 bar
AFFEA%/Nominal Diameter 3~19.05 mm
i& IR /Applicable Temperature 473 | See Remarks C
Stainless Steel
[® 1441 i /Valve Body Material Brass
Monel
Air or other Gases
i& A i /Applicable Medium Water
0il

Lk 4G/ Approved Drawings

P 45 4L #E 5/ Drawings Approval No. : FSA04170057

PN IALS R / Approval Test Report

RIGHR 5 %5/ Test Report No. :  TR-CCS-NV-130206

RYIR A H 1/ Test Report Date :  2013-02-06

I B/ Laboratory: Hy-Lok Corporation

RGBS bl / Test Address: 97, Noksansandan 27-ro, Gangseo—gu, Busan, Korea

IR IR 4 5/ Test Report No. = TR-CCS—115-130206

RIGIR A H I/ Test Report Date : 2013-02-06

A6 #f7/ Laboratory: Hy-Lok Corporation

I Pk / Test Address: 97, Noksansandan 27-ro, Gangseo—gu, Busan, Korea

IANAT T Bk 5 5 3%/ Method of Product Inspection after Approval

PG RN A AT 7= A 38 177 5 /The product approved only in term of the rules:

T FO 7 e 3 R 2 JE 2 R A BHIE I, 327 O AR A TS ST ED 35S ML, e 7
MR AL VEML AR A AT AR HERRE £ 5T

After approval, product inspection should be carried out by the Manufacturer. Upon satisfactory
inspection, and the Quality Certificate issued by the Manufacturer should be provided to the
purchaser together with the copy of the approval certificate issued by the Society. The manufacturer
should take responsibility for the product being in compliance with the convention, statutory
regulation, the Society rules and the standard accepted by the Society

INTEREFS51F Maintenance Requirements of Approval

2

~

L RSGATT S, W= R BRI FTHMEIBHE A A ey, Hsgm s i S B8R, 4
fE: BT aPERETR AR A BT S, BTG, A SRR R R I MU 4. IEAER IR LA gl
BN, SR R IER JGRIG AT A, kRN RRIE LR AN AT A

After type approval, if there are changes to the design, materials used or manufacturing method of
the product and important components and such changes affect major characteristics and properties of
the product, or property indexes of the product are changed and exceed the scope of approval,
related drawings and documents are to be examined and approved by the concerned survey office. Where
deemed necessary by the survey office, the surveyor to the Society will go to witness relevant tests
and conduct inspection and the results should be able to demonstrate compliance with the approval
conditions.

2. L] W &5 AR RN AARFEA ZUEAT, HHSIANTR —8. WRREEEE RN, MEFEERIIEYE
IR A AHLE

The quality management system of the factory shall be ensure effective operation, and shall be the
same as the situation of approval. If there are any changes to the quality management system,

T3 71 /Page 2 of 3




IE 4% 5 /Certificate No. FS25PT B00003

auditing of the original certification organization for quality management system and the society s
approval shall be obtained

SONFHERAERSIAN, W H I A8 S ECARBUE AT PGS, T N B RICE R IE it .

Within the validity of the approval certificate, if cases occur that may cause the Society to
withdraw the approval, the manufacturer should take corrective actions in a prompt and effective
manner.

4 AENTHE A BN, ARG N R AT ARG F B A s o0 T T 097 dh s SRR AT d #%, USSR S 19
=R B AW AR AR B AF . T BRI -

Within the validity of the approval certificate, the surveyor to the Society may pay unannounced
audit to the manufacturing process of the product in order to confirm whether it is in compliance
with the drawings and documents approved by the Society. The factory should provide an active
cooperation and necessary for the surveyor.

5. ETIIRMGE B2 AR B — X B i H 1%, B BH I H oA E B 2 B M —AEH, & TEMN
TEJESE H IR E =AY H Wi,

Those who have obtained the certificate should be subject to periodical audit every year. The date
of periodical audit shall be each anniversary date which corresponds to the date of expiry of the
relevant certificate and the periodical audit shall be done within a time span of three months
before and after the annual surveillance date.

£57¥/Remarks

1. Temperature Range:

Ball Valve— —-20~100C with POM and NBR standard;

Needle Valve—— -54~232°C with standard PTFE packing and up to 315°C with optional PEEK packing,
2. AAEF i A RN FTIE TS (No. FS21PTB00005) et - & AR JHIE .

This certificate is renewed from and supersedes the previous Type Approval Certificate

No. FS21PTB00005

3. [T A RN 55 2R B o RN P I AT Y

Materials to be used for valves are to be suitable for the medium and service for which the piping
is intended

4. AFERARMEAERMSE R, W¥ENERLERMNE, HARHTomEZ LTI, [THER.

The Valves can not be used for liquefied gas piping system, chemical cargo piping system and
dangerous cargo piping system, and it can only be used for piping system of less than 50mm in
diameter for Class I and II piping.

5. AALTHAZ 1= AN, (EARKE I B A Sk = i ) 4 B G [F) 2 R 11T 57 07 ORAIE ™ S G A A I 54T
The declaration of asbestos—free submitted by manufacturer has been reviewed by the Society
However, liability of the manufacturer to guarantee the products are asbestos—free to purchaser
under contract will not be exempted

IER AL S A
CCSBusan Branch
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